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Paragon Acquisition System
Technical Specifications

 7.9” x 2.8” x 1.6”

 285 grams

CE Approved

ASTM Compliant

IEC-60601-01 Medical Compliance

2 MOPPs (Means of Patient Protection)

2 MOOPs (Means of Operator Protection)

Medical grade Lemo connectors.
Quality tracings begin at the connector - this is why medical grade 

connectors are so important for polygraph instrumentation.  Our latest 

addition, the Paragon Acquisition System, uses flush mounted Lemo 

connectors for all nine inputs.  These medically approved connectors 

are made of nickel plated brass and each connector is key-aligned to 

ensure an easy and concise connection.  Lemo offers a ruggedized and 

secure connection using their patented “push-pull” latching system.
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Paragon versus DataPac_USB

 9 inputs vs. 8 inputs

 24 bit vs. 16 bit resolution

Lemo vs. Luer and Touchless

     connectors

Polycarbonate fiberglass vs.

     composite enclosure

Ruggedized High Retention USB vs.

     high speed USB

80 - 560 samples per second 
We have increased the real-time sampling rate to a 

default 80 samples, configurable up to 560 samples 

per second.  This is fast enough to provide enough 

data samples to clearly represent the physiology 

without over sampling and introducing any aliasing 

Ruggedized High Retention USB.
The Paragon utilizes the latest USB technology. This industrial 

strength USB offers a high speed connection that requires a 

minimum of 5 lbs force to disconnect from the

instrument.

Custom polycarbonate/fiberglass enclosure.
The Paragon instrument enclosure is modeled after the 

renowned Pelican™ case. Our blended formula makes the 

Paragon enclosure “Pelican tough” and durable enough to 

withstand any testing environment.

Paragon offers more inputs.
The Paragon has nine inputs and will display and record ten 

different measurements.  Get more information with Nonin’s PureSat 

PLE technology which provides a tracing for pulse rate and blood 

oxygen saturation.

24 bit signal resolution.
The signal resolution in the Paragon is 24 

bit resolution.  This provides ample data 

for a clear and concise picture.
Upgrade your instrumentation to 
our latest Paragon technology

A special offer for Limestone clients -  

Trade in your DataPac_USB instrument 

for the new Paragon and compatible 

accessories. Contact one of our sales 

representatives for more details.

Watch the videos at youtube.com/limestonetechinc

The pinnacle of biomedical instrumentation has arrived.

E-mail: 

CANADA: 613.634.2594

NORTH AMERICA: 866.765.9770 (toll free)

INTERNATIONAL: 011.613.634.2594

sales@limestonetech.com

www.limestonetech.com

Comparable Instrumentation

No comparable technology available
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DataPac_USB

Medically approved Luer connectors.
For the pneumatic inputs we have chosen FDA approved durable nylon Luer 

connectors.  These maintenance-free connectors provide a resilient airtight 

seal without the hassle of rubber washers that deteriorate and leak.

Technical Specifications

 5.1" x 2.8" x 1.0"

 280 grams

ASTM Compliant

IEC-60601-01 Medical Compliance

1 MOPPs (Means of Patient Protection)

1 MOOPs (Means of Operator Protection)

 8 inputs

 16 bit resolution

 25 samples/second

Luer and Touchless connectors

Composite enclosure

High speed USB

High speed USB.
The DataPac_USB utilizes a true, high speed USB

connection. This makes it Microsoft HID compliant. No serial to 

USB shortcuts and no third party driver installation required.

Composite enclosure.
Since its introduction in 2003 we have

communicated the importance of plastic enclosures 

for polygraph instrumentation.  No static discharge 

problems and superior health and safety protection.

16 bit signal resolution.
16 bit resolution offers examiners 

consistently clear and concise data 

acquisition.Upgrade your instrumentation

Trade-in your Lafayette, Axciton or 

Stoelting instrument and receive a 

$1,500 discount off any Polygraph 

Professional Suite Solution. There’s 

never been a better time to step up to

a Limestone polygraph.

The medical grade instrument that started it all.

Medically approved Touchless connectors.
For the electronic inputs our DataPac_USB utilizes FDA approved

Multi-Contact™ Touchless connectors.  These connectors use 24k gold plated pin 

connectors enclosed within a plastic shielding.  Touchless compliance that meets 

health and safety standards and ensures the protection of both the examiner and 

the examinee.

A wide array of measurement options.
The DataPac_USB offers eight inputs for data collection. All of 

the required ASTM channels are available along with inputs for 

skin temperature, pulse oximetry and an additional pneumatic 

input which can be used for CM detection or for recording the 

blood pressure cuff and FingerCuff simultaneously.

25 samples per second.
The DataPac_USB collects data at a rate of 25 

samples per second.  This provides a clear 

representation of examinee physiology.

E-mail: 

CANADA: 613.634.2594

NORTH AMERICA: 866.765.9770 (toll free)

INTERNATIONAL: 011.613.634.2594

sales@limestonetech.com

www.limestonetech.com

Watch the videos at youtube.com/limestonetechinc

Comparable Instrumentation

Lafayette LX5000

Stoelting CPSPro
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